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WARNING: To reduce the risk of fire or shock hazard, do not 
expose this product to rain or moisture. 



CAUTION 


RISK OF ELECTRIC SHOCK. DO NOT 
OPEN. 



CAUTION: To reduce the RiSK of electric 

SHOCK, DO NOT REMOVE COVER OR BACK. NO USER- 
SERVICEABLE PARTS INSIDE. REFER SERVICING TO 
QUALIFIED PERSONNEL. 



This symbol is intended to alert you to the pres- 
ence of uninsulated dangerous voltage within the 
product's enclosure that might be of sufficient 
magnitude to constitute a risk of electric shock. 
Do not open the product's case. 


A This symbol is intended to inform you that impor- 
tant operating and maintenance instructions are 
included in the literature accompanying this 
product. 


INTRODUCTION 

Your RadioShack Video RF Modulator is designed to convert the 
separate audio and video signals (from a video camera, computer, 
portable VCR, or satellite receiver, for example) into VHF TV signals 
that you can view en a TV set that has no A/V (Audio/Video) inputs. 


The FCC Wants You to Know 

This device complies with Part 15 of the FCC Rules. Operation is 
subject to the following two conditions: (1 ) This device may not cause 
harmful interference, and (2) this device must accept any interference 
received, including interference that may cause undesired operation. 

Your modulator might cause TV or radio interference even when it is 
operating properly. To determine whether your modulator is causing 
the interference, turn it off. If the interference goes away, your 
modulator is causing it. 

Try to eliminate the interference by: 

• moving your RF Modulator away from the receiver 

• connecting your RF Modulator to an outlet that is on a different 
electrical circuit from the receiver 

• contacting your local RadioShack store for help 

If you cannot eliminate the interference, the FCC requires that you 
stop using your RF Modulator. Changes or modifications not 
expressly approved by RadioShack could void the user’s FCC 
authorization to operate this equipment. 


REQUIRED PARTS 

The following items (not supplied) are required to connect your RF 
Modulator to a video input source and your TV. 


OWNER’S MANUAL — Please read before using this equipment. 


• one audio/video shielded cable with three phono connectors at 
each end (RadioShack Cat. No. 1 5-1 507), if the video source’s 
audio output is stereo; or one audio/video shielded cable with 
two phono connectors at each end (Cat. No. 1 5-1 504) if the 
video source’s audio output is monaural 

• two 75-ohm coaxial cables with F-type connectors 

• a 75-ohm-to-300-ohm matching transformer, if your TV does not 
have a VFIF 75-ohm F-connector 

Note: The audio signal will be medulated to mono, whether the video 
source is steree or monaural. 

Note to the CATV System Installer: This reminder is provided to 
call the CATV system installer's attention to article 820-22 of the NEC 
that provides guidelines for proper grounding and, in particular, 
specifies that the cable ground shall be connected to the grounding 
system of the building, as close to the point of cable entry as practical. 

CONNECTIONS 

Figures 1-3 on page 2 illustrate typical configurations for video 
sources conversion. 

• If your video source Is stereo, plug the connectors on one end 
of a stereo A/V cable into the video and audio input jacks on the 
RF Modulator. Plug the connectors on the cable’s other end into 
the video and audio output jacks on the video source, using the 
color coding on the connectors as a guide. 

• If your video source Is monaural, plug the connectors on one 
end of an A/V cable into the video and audio input jacks on the 
RF Modulator (using either the AUDIO R or L jack). Plug the 
cable’s other ends into the video and audio jacks on the video 
source. 

Connect 75-ohm coaxial cables te the RF Medulater following these 
guidelines: 

• If your TV is already connected to another VHF Input source 
(such as cable, an antenna, or a VCR, for example), 
disconnect the VHF input source’s 75-ohm cable from the 
TV’s 75-ohm VHF/UHF terminal, and reconnect it to the RF 
Modulator’s ANT IN terminal. Then connect a 75-ohm coaxial 
cable between the TO TV terminal on the RF Modulator and 
the 75-ohm VHF/UHF terminal on your TV. 

• If your TV is not already connected to another VHF source, 
connect a 75-ohm coaxial cable between the TO TV terminal 
on the RF Modulator and the 75-ohm VHF/UHF terminal on 
your TV. 

Note: If your TV has only 300-ohm VHF screw terminals, use a 
75-ohm-to-300-ohm matching transformer to complete the 
connection. 

When your connections are complete, plug the RF Modulator’s 
power cord into a standard AC outlet. 
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Figure 1 shows the proper connections when adding one video source to the signai 


Figure 1 





Figure 2 shows the proper connections when adding two video sources to the signai. 


Figure 2 



Figure 3 shows the proper connections when adding three video sources to the signai. 
Figure 3 
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OPERATION 


1 . Turn on the TV and set it to either Channei 3 or 4, whichever is 
not used for reguiar broadcasts in your area. 

2. Set the RF Moduiator’s CHANNEL 3/4 switch to the same 
channei you set the TV (3 or 4). 

3. Turn on the connected video source and set OHMS 75/1 K on 
the RF Moduiator to the position that gives the best picture. The 
video signai indicator on the RF Moduiator iights when the 
moduiator is receiving a signai from an A/V source. 

CARE 

Keep the RF moduiator dry; if it gets wet, wipe it dry immediateiy. 
Use and store the RF moduiator oniy in normai temperature environ- 
ments. Fiandie the RF moduiator carefuiiy; do not drop it. Keep the 
RF moduiator away from dust and dirt, and wipe it with a damp cioth 
occasionaiiy to keep it iooking new. 

Modifying or tampering with the RF moduiator’s internai components 
can cause a maifunction and might invaiidate its warranty and void 
your FCC authorization to operate it. if your RF moduiator is not 
performing as it shouid, take it to your iocai RadioShack store for 
assistance. 

SPECIFICATIONS 


Video Carrier Output Level 

RF Output Channels 

RF Output Impedance 

Video Input Impedance 

Audio Input Impedance 

TV to ANT Insertion Loss 50 - 806 MHz 
Dimensions 

Weight 


69dBpV 

3 or 4 

75 Ohms 

75 Ohms/1 k Ohms 

(Switchable) 

13 ±3 k Ohms 

-2 dB 

513/16 X 3Vi 6 X 1^/16 inches 
(148x78x37 mm) 

1 lb2.5oz 

0.524 kg 


Specifications are typical; individual units might vary. Specifications are 
subject to change and improvement without notice. 
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Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai and workman- 
ship under normai use for ninety (90) days from the date of purchase from RadioShack company- 
owned stores and authorized RadioShack franchisees and deaiers. EXCEPT AS PROViDED 
HEREiN, RadioShack MAKES NO EXPRESS WARRANTiES AND ANY iMPLiED WARRANTiES, 
iNCLUDiNG THOSE OF MERCHANTABiLiTY AND FiTNESS FOR A PARTiCULAR PURPOSE, 
ARE LiMiTED iN DURATiON TO THE DURATiON OF THE WRiTTEN LiMiTED WARRANTiES 
CONTAiNED HEREiN. EXCEPT AS PROViDED HEREiN, RadioShack SHALL HAVE NO LiABiL- 
iTY OR RESPONSiBiLiTY TO CUSTOMER OR ANY OTHER PERSON OR ENTiTY WiTH RE- 
SPECT TO ANY LiABiLiTY, LOSS OR DAMAGE CAUSED DiRECTLY OR iNDiRECTLY BY USE 
OR PERFORMANCE OF THE PRODUCT OR ARiSiNG OUT OF ANY BREACH OF THiS WAR- 
RANTY, iNCLUDiNG, BUT NOT LiMiTED TO, ANY DAMAGES RESULTiNG FROM iNCONVE- 
NiENCE, LOSS OF TiME, DATA, PROPERTY, REVENUE, OR PROFiT OR ANY iNDiRECT, 
SPECiAL, iNCiDENTAL, OR CONSEQUENTiAL DAMAGES, EVEN iF RadioShack HAS BEEN AD- 
ViSED OF THE POSSiBiLiTY OF SUCH DAMAGES. 

Some states do not aiiow iimitations on how iong an impiied warranty iasts or the exciusion or iimita- 
tion of incidentai or consequentiai damages, so the above iimitations or exciusions may not appiy to 
you. 

in the event of a product defect during the warranty period, take the product and the RadioShack 
saies receipt as proof of purchase date to any RadioShack store. RadioShack wiii, at its option, un- 
less otherwise provided by iaw: (a) correct the defect by product repair without charge for parts and 
iabor; (b) repiace the product with one of the same or similar design; or (c) refund the purchase 
price. Ali repiaced parts and products, and products on which a refund is made, become the prop- 
erty of RadioShack. New or reconditioned parts and products may be used in the performance of 
warranty service. Repaired or repiaced parts and products are warranted for the remainder of the 
original warranty period. You will be charged for repair or replacement of the product made after the 
expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to acts of God, abuse, 
accident, misuse, improper or abnormal usage, failure to follow instructions, improper installation or 
maintenance, alteration, lightning or other incidence of excess voltage or current; (b) any repairs 
other than those provided by a RadioShack Authorized Service Facility; (c) consumables such as 
fuses or batteries; (d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) costs 
of product removal, installation, set-up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which vary from 
state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, TX 76102 
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